
NPG+

Evans NPG+ Waterless Coolant is the most popular of Evans Waterless Coolants, recommended coolant
for all gasoline and diesel engines.  NPG+ is a year round, lifetime coolant.    No other cooling system
modifications are required for stock vehicles to run NPG+.  Simply drain the entire system and fill.  NPG+
is safe for stored vehicles and vehicles operated in extreme cold conditions.   Motorcycles and small
engines are suggested to use Prep Fluid as a flush prior to installing NPG+.  NPG+ meets or exceeds both
the ASTM D 1384 corrosion test and the ASTM D 3306-94 specifications.
Boils  375°F @0psi
Freezes  -40°F
Viscosity  2.3cp @ 212°F
Surface Tension  44dyn/cm

What is an Evans Waterless Coolant? What is an Evans Waterless Coolant? 
Evans Waterless Coolants are the ONLY 100% waterless automotive engine coolant available on the market.  All Evans Waterless
Coolants are a chemical blend that results in more efficient cooling due to a higher boiling point.  The increased boiling point of
the coolant eliminates the occurence of boil over, cavitation, and detonation.  Not only do Evans Waterless Coolants not boil over,
they do not freeze.  At extreme cold temperatures the coolants contract and become extremely thick, not becoming solid and
expanding like antifreeze containing water. Because Evans Waterless Coolants do not contain water electrolysis and corrosion are
also eliminated.  Every Evans Waterless Coolant requires the entire cooling system to be drained (radiator, engine block and
heater core) and refilled 100% with one of the Evans Waterless Coolants.  No need to add anything.  Evans now has three differ-
ent coolants to choose from depending on the application and use of your specific vehicle.  Also available is a flush fluid for small-
er engines without block drains.
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NPGR

Also known as Race Fluid is Evans Newest Waterless Coolant.  NPGR is designed to tolerate the intense
heat created while racing.  It is recommended to change the coolant at the end of the racing season for
racing applications, for street applications the coolant is currently rated at a five year life. NPGR has the
lifetime additive package but has not been available long enough to receive the lifetime rating. NPGR has
a thinner viscosity than NPG+ and NPG so it is easier to flow the coolant through the system and has
maximum heat absorption capabilities.  NPGR is NOT recommended for cold weather operation.
Boils -400°F@7psi
Freezes  -10°F
Viscosity  2.0cp@212°F
Surface Tension  46dyn/cm

Prep Fluid

Evans Prep Fluid is a waterless cooling system flush designed to seek out remaining water after draining
the cooling system of an engine. Prep Fluid should be used when block drains are unavailable or cannot be
removed.  It is not a substitute for thoroughly draining the cooling system and related components.  A min-
imum of 1 gallon of Prep Fluid is recommended for all motorcycles converting to NPG+.  Prep Fluid is NOT
intended to be a stand-alone operating coolant, but as a flush only.
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Sold by the Gallon
4 Gallons per Case

Part # LUB004	 $30/Gal

Sold by the Gallon
4 Gallons per Case

Part # LUB035	 $30/Gal

Sold by the Gallon
4 Gallons per Case

Part # LUB034	 $25/Gal
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Frequently Asked Questions about Evans Waterless Coolants

Q. Are all Evans Waterless Coolants lifetime coolants?
A. No.  Only Evans NPG+ is considered a lifetime coolant.  NPGR is currently a 5 year coolant for street use or 1 

year for racing use depending on the amount of racing.  NPGR has the lifetime additive package but has not been available 
long enough to receive the lifetime rating.  A lifetime rating will be given to NPGR once enough usage history is collected.

Q. What can I add to Evans Waterless Coolants in case of an emergency?
A. In the past we have suggested propylene glycol or ethylene glycol based regular anti-freeze as a substitute for Evans 

Waterless Coolants in small quantities.  Research has shown that the potential of contaminating your Evans 
Waterless Coolant increases when adding uninhibited coolants due to what is called ñblack coolant.ò  Black coolant is an 
industry wide problem when the coolants are contaminated, because of the multiple variations on the market today of regular
coolants.  Evans suggests adding nothing except an Evans Waterless Coolant or Evans Prep Fluid to your Evans Waterless 
engine cooling system.

Q. What does it mean, Evans Waterless Coolants do not freeze? A freezing temperature is provided.
A.  Evans NPG+, and NPGR freezing temperatures are determined by the viscosity change to where the coolant will not flow 

through the system at the state temperature.  This state of supper cooling causes the coolants to contract rather than 
expand like water-based anti-freeze making storage at even below the rated freezing point possible.

Q. Why does Evans Waterless Coolants change color?
A. Color change is another misunderstood characteristic of Evans Waterless Coolants.  All Evans Waterless Coolants will 

change color.  The identifying dyes are designed to be mixed with water.  Because of the lack of water in an Evans 
Waterless cooling system and the heat cycles, the coolants go through an aging process that darkens the coolants over 
time.  The change in color is also attributed to the amount of dirt particles in the system when converted to Evans Waterless 
Coolants.  The higher viscosity of NPG+ and NPGR at room temperature keeps the dirt particles suspended thus 
adding to the darkening appearance.  The color change in no way effects the coolants abilities to transfer heat.  The number
of heat cycles and their severity determines how fast the color change occurs.  At some point all the Evans Waterless 
Coolants will look dark brown.
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